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u.S. | Project U 8 6 A F 4 1 8 b'
Department of th' Interior | Authorizatior No . . . . . . . . . . .

Bureau of Land Ma.«gement | , 1 10
Utah State Office i Report Acceptable Yes __

No
(AERC FORMAT)

| Mitigation Acceptable Yes
_

No
Summary Report of i Comments:

Inspection for Cultural Resources j
l

D I RTY DET I L UN I TS - BON A NZ A A RE A
. Report Title . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

11 Hiko Bell Mining & 011 Co.: 22-22A, 22-26A & 43-22A

. Development Company
0,8 15 1 9 8 6 85-UT-54937

. Report Date ... . . . . . . 4. Antiquities Permit No.
41 42 43 46

. A ERC HBHO - 8 6 - 1 Uintah
. Responsible Institution . . . . . . . . . . . . . . . . County

47 61
. Fieldwork 0 9 S 2 4 E 2 2 2 6 2 7

Location: TWN . . . . . RNG . . . . . Section. . .|. . .|. . .\. . .!

62 65 66 69 70 71 72 73 74 75 76 77
7. Resource

Area TWN . . . . . RNG . . . . . Section. . .l. . .\. . .l. . .!

BC 78 81 82 85 86 87 88 89 90 91 92 93

110 111 TWN . . . . . RNG . . . . . Section. . .\. . .|. . .l. . .

94 97 98 101 102___104___106___108
3. Description of Examination Procedures:

The archeologist, F.R. Hauck, walked a series of 15 meter wide transects
to evaluate the new localities where these proposed well locations had been
staked. Two 15 meter wide transects flanking the staked centerlines were
walked to examine the access routes.

1 I
9. Linear Miles Surveyed . . . . . . . 10. Inventory Type . .

and/or 112 117 130
Definable Acres Surveyed . . . . . . . R = Reconnaissance

and/or 118 -123 I = Intensive
Legally Undefinable 3 0 S = Statistical Sample

Acres Surveyed . . . . . . .

124 129
1. Description of Findings: 12. Number 0

No cultural resource materials or activity Sites Found . . . . . .

loci were observed or recorded during the (No sites = 0) 131 135
evaluation. Scattered cultural debris was observed on all three locations
with the largest accumulation found on Unit 43-22A. Except for N
a dozen fragments of a historio, purple bottle, 13. Collection: . .

at that location, the debris was modern. (Y = Yes, N = No)___ 136
. Actual/Potential National Register Properties Affected:

The National Register of Historio Places has been consulted and no
registered properties will be affected by the proposed development.

5. Literature Search, Location/ Date: Utah SHPO - 8-14-86
BLM Office in Vernal- 8-14-86 -

6. Conclusion/ Recommendations:
AERC recommends that a cultural resource clearance be granted to

Hiko Bell Mining & 011 Company based upon adherence to the following
stipulations• (see reverse) -

17. Signature of Administrator & Field Administrator
& Field Supervisor t

Field
UT 8100-3 supervisor

.
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Form
3160-3• SUBMIT IN T .CATE* Form approved.

(November 1983) (Other instructions on Budget Bureau No. 1004-0136
(formerly 9-331C) UNITED STATES reverse side) Expires August 31, 1985

DEPARTMENT OF THE INTERIOR u. LEASE DESIGNATION AND BERIAL NO.

BUREAU OF LAND MANAGEMENT U-33441

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6. IFINDIAN,ALLOTTEBOBTRIBENAME

la. TYPE or woaK

b. TTrzorwsLL

DRILL DEEPENO PLUG BACK O 7, UNE A MDN N -

ELLL VABLL
OTHER

NGLE ZOUNLTH'LE 8. FARM OR SE M

2. NAME OF OPERATOR

HIKO BELL MINING & OIL COMPANY 9. WELL NO.

3. ADDames or oPERATOa DIRTY DEVI 22-26A
P.O. BOX 1845, VERNAL, UTÞB 84078 io. FIELD AND POOL, OR WILDCAT

4. LOCATION or wmLL (Iteport location clearly and in accordance with any State requirements.*) ggQgggggyAt surface
11. sac., T., a., M., on BLE.1879 FWL & 2207 FNL (SE¼ NW¼) SEC.26 AND BURVEY 08 ABEA

At proposed prod. zone
SAME SEC.26, T9S-R24E

14. DISTANCE IN MILES AND DIRECTION FROM NEABEST TOWN OR POST OFFICzo 12. COUNTT OR PARISH 13. BTATE

1½ MI.SOUTH OF BONANZA, UTAH UINTAH | UTAH
10. DIsTANCE PROM PROPusso* y 16. NO. OF ACBES IN LEAss 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST • TO THIS WELL
PROPERTT OB LEABB LINE, FT. , 1, 897.92 L 160
(Also to nearest drlg. unit line, if any) Ër 383 y

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. RoTAar on CABLE TooLa
TO NEAREST WELL, DRILLING. COMPLETED·

-0- 5 500 ' ROTARYOR APPI.IED FOR, ON THIS LEASE, FT. /

21. ELEVATIONa (Show whether DF, RT. GR, etc.) 22. APPR . DATE WORK WILL START*

5, 666 I ungraded grd.
23. PROPOSED CASING AND CEMENTING PROGRAM

SIEE OF HOLE BIZE OF CASING WEIGHT PER FOOT BETTING DEPTH QUANTITT OF CEMENT

124 10 3/4" 40.0# 250' Cire. to siirfaæ
9 5/8" 7 5/8" 26.40# 5,500' Cire. to Surfare

Propose to drill 5, 500 ' Wasatch test. Plan to drill 12¼" hole to 250 '
and set 250 ' of 10 3/4" surface casing, circulating cerrent to surface.
Plan to drill 9 7/8" hole to T.D. 5,500' and set 5,500' of 26.4# pro-
duction string. Plan to use fresh water to 3, 200 ' as circulating riedium
and convert to Kcl water from 3,200' to T.D.

APPR HE STATE
OF N OF
Ol MINING MAR111987

DIVISIONOF
OIL GAS &MINING

W L SPAClNG: 26

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : It proposal is to deepen or plug back, give data on present productive sone and proposed new productive

zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout
preventer program, it any.
24.

SIGNED TIT,, qe , Operations DATE

(This space for Federal or State odice use)

PER3fiT No 4PPROVil OtTE

APPROVED BY TITTU ' DATE

CONDITIONS OF APPROVAI., IF ANY :

*SeeInstructionrOn Revers.Side
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false. fictitious or fraudulent statements or representations as to any matter within its



PROJ€CT

T 9 S , R24 E, S.L.B. 8 M. HIKO BELL MINING & OIL CO.
Wel I location , D/RTY DEV/L UN/T #

s89°53'W N89°55w 22-26A,locoted os shown in the SE I/4
39.86 39.90 NW I/4 , Section 26, T9S, R24E,

S.L.B. 8 M., Uintoh County , Utah.

o

o a oo

DIRTY DEV/L UNIT #22-26 A
Ungraded Ground E/ev. 5666'

26
N

CERTIFICATEo eo
THIS IS TO CERTIFY TNAT THÇ ABOVE PLAT WAS PREPARED FROM

FIELO NOTES OF ACTUAL SURVEYS MADE SY ME OR UNDER MY

SUPERVISION AND THAT THE SAME ARE fRUE AND CORRECT TO THE
BEST OF MY KNOWLEDGE AND BE E

REGISTERED LAND SURVEYOR
79.80 REGISTRATION NS 2454

N 89°54'W STATE OF UTAH

UINTAH ENGINEERING a LAND SURVEYING
P O. BOX Q -- 85 SOUTH - 200 EAST

ŸERNAL, ÜTAH - 84078
X = Located Section Corners

SCALE o . DATE
I = 1000 7 - 7 - 86
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LDT GDT DLS GLO

WEATHER
HOT

FILE
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10 POINT DRILLING PLAN

HIKO BELL MINING & OIL COMPANY .

DIRTY DEVIL 22-.26A WELL IN

SECTION 26., T9S-R24E,SLM,

UINTAH COUNTY, UTAH

1. Surface formation- Uinta

2. Estimated tops of important geological markers:

Green River
Evacuation Creek member 424
Parachute Creek member 1025
"H" Marker 2376
"K" Marker 2750

Wasatch formation 3200

3. Expected mineral bearing formation"

Wasatch formation,3,200-5,500'; potentially gas productive/

No water flows are expected.
No minerals are anticipated.

4. Proposed casing program:

Surface casing: 250' of 10 3/4", 40#, cemented to surf.
Production casing: 5,5001 of 7 7/8" OD 26.4#,cemented to surface

5. Blowout Preventors:

a. 12" x 3,000# Shafer blowout preventor and hydril with
choke and kill line.

b. Pressure test to 1000 psi before drilling out below
the surface casing. Test operation of BOP on each trip.

6. Circulating Medium:

a. Surface to3200' ': Fresh water
b· 3,1200'to T.D. Kcl water with gel

7. Auxiliary Equipment:

a. Kelly Cock
b. Float at bit
c. Full opening,quick-close drill pipe valve on floor at all



HIKO BELL MINING & OIL COMPANY
DIRTY DEVIL 22-26A
SECTION 26, TSS-R24E
10 POINT PLAN, ODNTD.

8. Testing and Logging:

(a) Cores: Noe plannedl.
(b) Tests: None planned. Possible drill stem test of Wasatch
(c) Logging:

1. Mud Ingging Unit: 250 ' to T.D.
2. Electric Logs:

Dual-Induction Laterlog with Gamma Ra
Gamma Ray-Compensated Formation I¾nsity Log

with caliper

9. Anticipated Hazards:

No abnormal pressures, termperatures, hydrogen sulfide gas
or other hazards are anticipated.

10. Ancicipated starting date: March 20, 1987 with anticipated
depth of



WELL PROGNOSIS

DIRTY DEVIL 22-26A WELL

OPERATOR: HIKO BELL MINING & OIL CDMPANY
P.O. BOX 1845, VERML, UTAH, 84078
PHONE: 801-789-3233

WELL NANE: DIRTY DEVIL 22-26A

LEASE: U.S. OIL & GAS #U-33441

LOCATION: SE¼ SW¼ SEC.26,T9S-R24E,SLM
1879 FWL & 2207 FNL
T9S-R24E, UINTAH U. , UTAH

PRIMARY OPJECTIVE: BASAL WASATCH GAS SANDS

SECONDARY OBJECTIVE: UPPER WASATCH (CHAPITA ZONE SANDS)

PROPOSED HOLE SIZE: 10 3/4 " TO 280 '
7 7/8" TO 5,600'

PROPOSED CASING PROGRAM: 8 5/8", J-55, 24# SET AT 280 '
, CIRCULATED TO SURF.

5½", J-55, 17.0# SET AT 5, 600 '
, CIRC. TO SURF. -

FORMATION TDPS:
UINTA FM: SURFACE
GREEN RIVER FM. 1025
WASATCH FM. 3200

POTENTIAL GAS SANDS:
UPPER WASATCH SAND: 3285-3305
CHAPITA SAND ZONE: 3675-3700, 3715-3865
MInDLE WASATCH SANDS: 3937-3947, 4195-4205, 4245-75
LOWER WASATCH:. SAND: 4705-4820,4975-4995
WASATCH TRANSITION SS: 5045-65, 5095-5115,

5185-5200, 5305-5320,
5345-5355, 5365-5375

T.D.: 5600

MUD SYSTEM: FRESH WATER TO 3200
KCL WATER, 3200-TD

LOGS: MUD LOG, 280'-TD. GAMWA RAY-NEUTRON CDMP. FDC,
3200-TD, DUAL INDUCTION LATERIDG:
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MAR111987
DIVISIONOF

OIL GAS &MINING
HIKO BELL MINING & OIL COMPANY

13 POINT SURFACE USE PLAN

FOR

WELL LOCATION

DIRTY DEVIL WELL 22-26A

LOCATED IN

SECTION 22, T9S-R24E, SLM, UINTAH



HIKO BELL MINING & OIL COMPANY

13 POINT SURFACE USE PLAE

FOR WELL LOCATION, DIRTY DEVIL 22-26A WELL IN

SECTION 22, T9S-R24E,SLM, UINTAH CO.,UTAH

1. EXISTING ROADS

To reach the location of the Hiko Bell Mining & Oil
Company Well 22-26A location, from Vernal, Utah, travel 48 miles
southeast on Utah State Highway 45 to Bonanza, Utah. Turn west on
the Uintah County road which goes to Ouray and travel approximately
two miles to the end of the pavement. Drive to the bottom of the hill
and instead of turning west, go straight south on the road which
goes to the American Gilsonite (Chevron Resources' gilsonite tipple.
Go south about one-half mile and turn left on an old road which goes
east to northeast about 3/4th of a mile.

2. PLANNED ACCESS ROAD:

At the end of the old road it will be necessary to blade a
road northeast to the location a distance of about one-half mile.
This new road will be built to BLM requirements ( See Topographic

Map "B").

3. LOCATION OF EXISTING WELLS

There are no oil or gas wells within a one mile radius of
this site. There are no abandoned water wells, temporarily abandoned
water wells, disposal wells, drilling wells, shutin wells, monitoring
wells or observation wells for other resources within a one mile
radius of the planned location.

4. LOCATION OF EXISTING AND PROPOSED PRODUCTION FACILITIES

See Topographic Map "B".

There are no Hiko Bell Mining & Oil Company tank batteries,
production facilities, oil gathering lines, injection lines within
a one mile radius.

In the event that production is established, the production
facilities will be contained within the location site. Noadditional
surface will be required. See location layout for production



HIKO BELL MINY€G & OIL COMPANY -

DIRTY DEVIL 22 -26K
SFCTION 16 ,

T9S-R24E ·

13 POÌNT PLAN

The location of proposed facilities off of the location
site is not known at this time. In the event that prqduction
is established at this well, plans will be submitted for the
proposed lines.

The rehabilitation of the area used for production facilities
will meet the requirements of Item 7 and #10.

5. LOCATION AND TYPE OF WATER SUPPLY

Water sued for the drilling of this well will be hauled
by truck from the White River at an existing loading ramp
located in the NE¼ of Section 2, T10S-R24E, approximately 5
miles south of the proposed site. This water will be hauled
over existing roads and the proposed access road.

There will be no water well drilled on this location site.

6. SOURCE OF CONSTRUCTIOM MATERIALS

All construction material for this location site and the
proposed access road shall be borrow material accumulated
during the construction of the location site and access road.
No additional road gravels or pit lining material from other
sources are anticipated at this time, but if they are required,
the appropriate actions will be taken to acquire them from
private sources,

7. METHODS FOR HANDLING WASTE DISPOSAL

See Location Layout Sheet.

A reserve pit will be constructed.

The reserve pit will be approximately 8 feet deep and at
least one half of this depth shall be below the surface of the .

exisitng ground.

One half of the reserve pit will be used as a fresh water
storage area during the drilling of the well and the other half
will be used to store non-flammable materials such as cuttings,
salts, drilling fluids, chemicals, produced fluids, etc.

If deemed necessary by the agencies concerned to prevent
contamination to surrounding areas, the reserve pits will be
lined with a gel.

The pits will have wire and overhead flagging installed at
such time as deemed necessary to protect the water fowl, wild-
life and domestic



HIKO BELL MINING & OÍL COMPANY
DIRTY DEVIL 22-26

SECTION 26, T95-R24E -

13 POINT PLAN

7. METHODS OF HANDLING WASTE DISPOSAL, CONTD.

At the onset of drilling, the reserve pit will be fenced on
three sides and at the time drilling activities are completed,
it will be fenced on the fourth side and allowed to dry completely
prior to the time that backfilling and reclamation will be
attempted.

When the reserve pit dries and reclamation activities com-
mence, the pits will be covered with a minimum of four feet
of soil and all requirements in Item #10 will be followed.

There will be a portable trash basket placed on the site.
All trash will be hauled to the nearest sanitary land fill.

A portable chemical toilet will be supplied for human waste.

8. ANCILLARY FACILITIES

There are no ancillary facilities planned at the present
time and none foreseen.

9. WELL SITE LAYOUT

See Location Layout Sheet.

The State of Utah will be notified before any construction
begins on the proposed location site.

As mentioned in Item #7, the pits will be unlined, unless
it is determined by the representatives of the agencies involved
that the materials are too porous and would cause contamination
to the surrounding area. Then the pits will be lined with a gel
and any other type of material necessary to make it safe and
tight.

When drilling activities commence, all work shall proceed
in a neat and orderly manner and sequence.

10. PLANS FOR RESTORATION OF SURFACE

As there is some topsoil on the location site, all topsoil
shall be stripped and stockpiled. ( See Location Layout Sheet
and Item #9). When all drilling and production activities have
been completed,then the location site and access road will be
reshaped to the original contour and stockpiled topsoil spread
over the disturbed



HIKO BELL MINING & OÏL COMPANY
DIRTY DEVIL 22-26A

.

SECTION2& ,
TSS-R24E '.

13 POINT PLAN

10. PLANS FOR RESTORATION OF SURFACE, CONTD.

Any drainage rerouted during the construction activities
shall be restored to their original line of flow as near as
possible. Fences around pits are to be removed upon completion

of drilling activities.

As mentioned in Item 47, the reserve pits will be com-

pletely fenced and wired and overheard flagging will be in-

stalled if there is oil in the pits, and then allowed to.dry
completely before covering.

Restoration activities shall begin within 90 days after
the completion of the well. Once completion activities have
begun, they shall be completed within 30 days.

When restoration activities have been completed, the lo-

cation site and access road will be reseeded with a seed
mixture recommended by the State and/or BLM District Manager

when the moisture content of the soil is adequate for germ-

ination. The Lessee further covenants and agrees that all of
the clean up and restoration activities shall be done and
performed in a diligent and workmanlike manner and in strict
conformity with the above mentioned Item 47 and #10.

11. OTHER INFORMATION

THE TOPOGRAPHY OF THE GENERAL AREA - ( See Topocraphic Map "A")

The area is located in a topographic basin which is bojnded

on the north by the Blue Mountain-Yamp Plateu uplift on the
north and by the Douglas Creek arch on the east. The south
edge of the basin is marked by the Book Cliffs and the west
part of this area, known as the Uinta Basin is bounded by the
Wasatch Mountains on the west and the east-west rending Uinta
Mountains on the north.

The floor of the basin in interlaced with numerous canyons
and ono-perrenial streams of the area, The walls of some of
these canyons are steep and form ledges in the sandstones and
shales which outcrop in the area,

The topsoil of the area ranges from a light, brownish to
gray sandy clay (SM-ML) type soil to poorly graded gravels in
clayey (OL) tyoe soil.

The majority of the numerous washes and streams in the area
are of a non-perrenial nature, fowing during the early spring

run off and during extremely heavy rain storms which are rare
but do sometimes occur during the summer months. Annual rain-

fall is 8 inches. The White River four miles to the south is
the only perennial stream near the location



HIKO BELL MINING & OIL COMPANY
DIRTY DEVIL 122-26A '-
SECTION -226, T9S--R24E
13 POINT PLAN

11. OTHER INFORMATION, CONTD,

Due to the low precipitation avereage, climate conditions,

and the marginal types of soils, the vegetation that is found

in the area is common to the semi-arid region in this part of

the Uinta Basin and consists of sgebrush, rabbit brush, some

grasses and a few few cacti as the primary flora,

The fauna of the are consists predominately of the mule

deer, coyotes, pringborn antelope, rabbits and various small

ground squirrels and a few other types of rodents.

The bords of the area are raptors, finches, ground sparrows,

magpies, crows and jays, with an occasional white talled hawk,

THE TOPOGRAPHY OF THE IMMEDIATE AREA (See Topographic Map "B")

The Dirty Devil 31-15 location in in a relatively flat area
approximately two miles north of the mining camp of Bonanza

and one mile east of the Little Bonanza (Ziegler) mining camp.

The majority of the drainages in the area are of a non-per-

renial nature and drain northwest to Cottonwood Wash, also a
non-perrenial major drainage of the area.

The terrain in the vicinity of the location slopes

to the northwest at approximately a 2% grade.

Surface and mineral ownership of the lands involved by this
location are owned by the State of Utah and are state administered.

The vegetation in the immediate area surrounding the location

site is predominately sagebrush and grasses.

There are no occupied dwelling or other facilities of this .

nature in the general area.

There are no visible archaelogical, historical, or cultural

sites within any reasonable rpoximity of the proposed location

site.( See Topographic Map "B").

12. LESSEE'S OR OPERATOR'S REPRESENTATIVE

Robert E. Covington, Manager, Exploration

Hiko Bell Mining & Oil Company

P.O. BOX 1845
Vernal, Utah, 84078 Phone: 801-789,3233

13. CERTIFICATION

I hereby certify that I, or persons under my direct supervision,

have inspected the proposed drill site and access route, that I am.c

familiar with the conditions which presently exist• that-the



HIKO BELL MINING & OIL·COMPANY
DIRTY DEVIL 22*26A
SECTION 16, T9S-R24E
13 POINT PLAN

13. CERTIFICATION

I hereby certify that I, or persons under my direct super-
vision, have inspected the proposed drill site and access roads;
that I am familiar with the conditions which presently exist; that
the statements made in this plan are, to the best of my knowledge,
true and correct; and that the work associated with the proposed
operations as stated herein will be performed by Hiko Bell Mining
and Oil Company, and with its subcontractors, in conformity with
this plan and the terms and conditions under which it is approved.

HIKO BELL MINING & OIL COMPANY

DATE: rch 9, 1987
,

ROBERT E. COVINGTON
MANAGER,
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3162.3-1 Div. OIL, GAS, MINING
U-820

May 7, 1987

Hiko Bell Mining & 011 Co.
P.O. Box 1845
Vernal, UT 84078

Re: Application for Pensit to Drill
Well No. 22-26A
Sec. 26, T98, R24E
Lease U-33441
Uintah County, Utah

Bentlemen:

This office received the referenced application on March 10, 1987. An
administrative review was conducted and four deficiences were found.
A letter, dated March 16. 1987 from this office informed Miko Bell that,
unless all deficiences were not resolved within 45 days, the entire
application would be returned to you as required by Onshore 011 and Gas
Order No. 1 and 43 CFR3162.3-1.

Twoof the deficiences have yet to be resolved. They are: 1. An
approved revision of the Plan of Development of the Dirty Devil Unit
for 1987, and 2. A Designated Agent from Dirty Devil L.P.

Therefore, all copies of the referenced APDare being returned to you.

If you have any questions in this matter, please contact Al McKeeat
this office.

Sintérely,

Crai M. Hansen
ADM/for Minerals

Enclosures: 5 APD's

Mall
Chron
3162.3-1
McKee



Form:3160 3 sUBMIT IN TRIMATE* Form approved.
(l?ð?WIEW1983) (Other instructions on Budget Bureau No. 1004-0136
«.,..,1, 9-aaic> UNITED STATES reverse side) Expires August 31, 1985

DEPARTMENT OF THE INTERIOR G. LEASE DESIGNATION AND BERIAL NO.

BUREAU OF LAND MANAGEMENT U-33441

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6.IFINDIAN,ALLOTTEMORTBIBENA

la. TTPE OF WORK

DRILL G DEEPENO PLUG BACK O '· ""'{g^ÅÊ
BWIÏ' DNTT*

b. Trez or wstr.
E''ELLL OAELI.

OTEIER
ELE MO ETIPLE 8. - OB LEASE M

2. NAbiE OF OPERATOR

HIKO BELL MINING & OIL OMPANY 9- *=I-r. NO.

3. ADDRESS OF OPERATOR DIRTY DEVIL 22-26A
P.O. BOX 1845, VERNAL, UTAH 84078 to. FIELD AND POOL, OB WILDCAT

4. LocATroN or wzLL (Report location clearly and in accordance with any State requirements *) WILDCAT

1879 FWL & 2207 FNL (SE¼ NW¼) SEC.26
11.

.'.'à'."ir"

aon .

At proposed prod. sone
SAME SEC.26, T9S-R24E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COIINTT OR PARISH 13. BTATE

1½ MI.SOUIH OF BONANZA, UTAH UINTAH UTAH
10. DISTANCE PROM PROPOSED*

1oo 7: 16, NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED
LOCATION TO NEAREST JDJ • TO THIS WELL
PROPERTT OR LEASE LINE, FT- , 1, 897.92 160
(Also to nearest drlg. unit line, if any) 3, 3Û3

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTARY OE CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED

-0- 5 500 ' ROTARYOR APPLIED FOR, ON THIS I.EASE, FT.

21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APPROz. DATE WORK WILL START*

5, 666' ungraded grd.
_

March 20, 1987
23 PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF ROLE BIEE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

124 10 3/4" 40.0# 250' Cire. to surfare
9 5/8" 7 5/8" 26.40# 5,500' Cffn. to Surfam

Propose to drill 5, 500 ' Wasatch test. Plan to drill 12¼" hole to 250 '
and set 250 ' of 10 3/4" surface casing, circulating cement to surface.
Plan to drill 9 7/8" hole to T.D. 5,500' and set 5,500' of 26.4# pro-
duction string. Plan to use fresh water to 3,200' as circulating redium
and æn rt o c ome 3, 200 ' to T.D.

JUL 08 1987 - MY1987

DIVISIONOF
OlL,GAS&MINING

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, giv data on present prodàçtive sone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured kod true vertical depths. Give blowout
preventer program, if any.

SIGNED TITI T ODS DATE

(This space,for Federal or State odice use)

A OVE RT tr ITI DATM

CONDITIONS OF APPROVAL, IP ANT:

*SeeInstructionsOn ReverseSide
Title 18 U.S.C. Séction 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false. fictitious or fraudulent statements or representations as to any matter within its



CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Company Hiko Bell Mining and Oil Co. Well No. Dirty Devil 22-26A

Location Sec. 26 T.9S., R.24E. Lease No. U-33441

Onsite Inspection Date

Approval of this application does not warrant or certify that the applicant
holds legal or equitable title to those rights in the subject lease which
would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that
full compliance is made with applicable laws, regulations (43 CFR 3100),
Onshore Oil and Gas Order No. 1, and the approved plan of operations. The
operator is fully responsible for the actions of his subcontractors. A copy
of these conditions will be furnished the field representative to insure
compliance.

A. DRILLING PROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearing
Zones are Expected to be Encountered

Report all water shows and water bearing sands encountered to Wayne
Svejnoha of this office. Copies of State of Utah form, OGC-8-X,
will be acceptable. If noticable water flows are encountered,
submit samples to this office along with any water analyses
conducted by the operator.

All fresh water and prospectively valuable minerals (as described
by BLM at onsite) encountered during drilling, will be recorded by
depth and adequately protected. All oil and gas shows will be
tested to determine commercial potential.

2. Pressure Control Equipment

The ram-type preventers shall be pressure tested to 2100 psi. The
annular bag-type preventer shall be pressure tested to 1500 psi.

All BOPE and testing procedures will be consistent with API RP 53.
Pressure tests will be conducted before drilling out from under all
casing strings which are set and cemented in place. Blowout
preventer controls will be installed prior to drilling the surface
casing plug and will remain in use until the well is completed or
abandoned. Preventers will be inspected and operated at



daily to ensure good mechanical working order, and this inspection
recorded on the daily drilling report. Preventers will be pressure
tested before drilling casing cement plugs.

The District Office shall be notified, with sufficient lead time,
in order to have a BLM representative on location during pressure
testing.

3. Casing Program and Auxiliary Equipment

All casing strings will be tested to 0.2 psi/foot or 1000 psi
whichever is greater.

The District Office shall be notified, with sufficient lead time,
in order to have a BLM representative on location while running all
casing strings and cementing.

4. Mud Program and Circulating Medium

No chromate additives will be used in the mud system on Federal and
Indian lands without prior BLM approval to ensure adequate
protection of fresh water aquifers.

5. Coring, Logging and Testing Program

Daily drilling and completion progress reports shall be submitted
to this office on a weekly basis.

If a mud log is compiled, submit a copy of the report to this
office.

If a well is cased and the production string is cemented, a cement
bond log (2BL) shall be run to determine cement top and percentage
of bonds.

Whether the well is completed as a dry hole or as a producer, "Well
Completion and Recompletion Report and Log" (Form 3160-4) will be
submitted not later than 30 days after completion of the well or
after completion of operations being performed, in accordance with
43 CFR 3164. Two copies of all logs, core descriptions, core
analyses, well-test data, geologic summaries, sample description,
and all other surveys or data obtained and compiled during the
drilling, workover, and/or completion operations, will be filed
with Form 3160-4. Samples (cuttings, fluids, and/or gases) will be
submitted when requested by the authorized officer (AO).

6. Notifications of Operations

No location will be constructed or moved, no well will be plugged,
and no drilling or workover equipment will be removed from a well
to be placed in a suspended status without prior approval of



AO. If operations are to be suspended, prior approval of the A0
will be obtained and notification given before resumption of
operations.

The spud date will be reported orally to the AO within 48 hours
after spudding. If the spudding occurs on a weekend or holiday,
the report will be submitted on the following regular work day.
The oral report will be followed up with a Sundry Notice.

In accordance with Onshore Oil and Gas Order No. 1, this well will
be reported on Form 3160-6 "Monthly Report of Operations", starting
with the month in which operations commence and continue each month
until the well is physically plugged and abandoned. This report
will be filed, in duplicate, to the Vernal BLM District Office, 170
South 500 East, Vernal, Utah 84078.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or
any other unusual occurrences shall be promptly reported in
accordance with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a
"Sundry Notice" (Form 3160-5) to that effect will be filed, for
prior approval of the AO, and all conditions of this approved plan
are applicable during all operations conducted with the replacement
rig.

Should the well be successfully completed for production, the AO
will be notified when the well is placed in a producing status.
Such notification will be sent by telegram or other written commun-
ication, not later than 5 days following the date on which the well
is placed on production.

Pursuant to NTL-2B, with the approval of a District Engineer,
produced water may be temporarily disposed of into unlined pits for
a period of up to 90 days. During the period so authorized, an
application for approval of the permanent disposal method, along
with the required water analysis and other information, must be
submitted to the District Engineer.

Pursuant to NTL-4A, lessees or operators are authorized to vent/
flare gas during initial well evaluation tests, not exceeding a
period of 30 days or the production of 50 MMCF of gas, whichever
occurs first. An application must be filed with the District En-
gineer and approval received, for any venting/flaring of gas beyond
the initial 30 day or authorized test period.

A schematic facilities diagram as required by 43 CFR 3162.7-2,
3162.7-3, and 3162.7-4 shall be submitted to the appropriate Dis-

trict Office within 30 days of installation or first production,
whichever occurs first. All site security regulations as



in 43 CFR 3162.7 shall be adhered to. All product lines entering
and leaving hydrocarbon storage tanks will be effectively sealed in
accordance with 43 CFR 3162.7-4.

A first production conference will be scheduled within 15 days
after receipt of the first production notice.

No well abandonment operations will be commenced without the prior
approval of the AO. In the case of newly drilled dry holes or
failures, and in emergency situations, oral approval will be ob-
tained from the AO. A "Subsequent Report of Abandonment" Form
3160-5, will be filed with the AO within 30 days following comple-
tion of the well for abandonment. This report will indicate where
plugs were placed and the current status of surface restoration.
Final abandonment will not be approved until the surface reclama-
tion work required by the approved APD or approved abandonment
notice has been completed to the satisfaction of the AO or his
representative, or the appropriate Surface Managing Agency.

Pursuant to Onshore Oil and Gas Order No. 1, lessees and operators
have the responsibility to see that their exploration, development,
production, and construction operations are conducted in a manner
which conforms with applicable Federal laws and regulations and
with State and local laws and regulations to the extent that such
State and local laws are applicable to operations on Federal or
Indian lands.

7. Other Information

All loading lines will be placed inside the berm surrounding the
tank battery.

All site security guidelines identified in 43 CFR 3162.7 regula-
tions will be adhered to.

All off-lease storage, off-lease measurement, or commingling on-
lease or off-lease will have prior written approval from the AO.

Gas meter runs for each well will be located within 500 feet of the
wellhead. The gas flowline will be buried or anchored down from
the we11head to the meter and 500 feet downstream of the meter run
or any production facilities. Meter runs will be housed and/or
fenced.

The oil and gas measurement facilities will be installed on the
well location. The oil and gas meters will be calibrated in place
prior to any deliveries. Tests for meter accuracy will be conduc-
ted monthly for the first three months on new meter installations
and at least quarterly thereafter. The AO will be provided with a
date and time for the initial meter calibration and all



meter proving schedules. A copy of the meter calibration reports
will be submitted to the Vernal District Office. All meter mea-
surement facilities will conform with the API standards for liquid
hydrocarbons and the AGA standard for natural gas measurement.

The use of materials under BLM jurisdiction will conform to 43 CFR
3610.2-3.

There will be no deviation from the proposed drilling and/or work-
over program without prior approval from the AO. Safe drilling and
operating practices must be observed. All wells, whether drilling,
producing, suspended, or abandoned will be identified in accordance
with 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for
approval for all changes of plans and other operations in accord-
ance with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act
of 1982, as implemented by the applicable provisions of the opera-
ting regulations at Title 43 CFR 3162.4-1(c), requires that "not
later than the 5th business day after any well begins production on
which royalty is due anywhere on a lease site or allocated to a
lease site, or resumes production in the case of a well which has
been off production for more than 90 days, the operator shall notify
the authorized officer by letter or sundry notice, Form 3160-5, or
orally to be followed by a letter or sundry notice, of the date on
which such production has begun or resumed."

The date on which production is commenced or resumed will be con-
strued for oil wells as the date on which liquid hydrocarbons are
first sold or shipped from a temporary storage facility, such as a
test tank, and for which a run ticket is required to be generated
or, the date on which liquid hydrocarbons are first produced into a
permanent storage facility, whichever first occurs; and, for gas
wells as the date on which associated liquid hydrocarbons are first
sold or shipped from a temporary storage facility, such as a test
tank, and for which a run ticket is required to be generated or,
the date on which gas is first measured through permanent metering
facilities, whichever first occurs.

If you fail to comply with this requirement in the manner and time
allowed, you shall be liable for a civil penalty of up to Šl0,000
per violation for each day such violation continues, not to exceed
a maximum of 20 days. See Section 109(c)(3) of the Federal 011 and
Gas Royalty Management Act of 1982 and the implementing regulations
at Title 43 CFR



In the event af ter-hour approvals are necessary, please contact one
of the following individuals:

Craig M. Hansen (801) 247-2318
Assistant District Manager
for Minerals

Gerald E. Kenczka (801) 781-1190
Petroleum Engineer

R. Allen McKee (801) 781-1368
Petroleum



Revised October 1, 1985

Date NOS Received March, 18, 1987

CONDITIONS OF APPROVAL
FOR THE SURFACE USE PROGRAM OF THE

APPLICATION FOR PERMIT TO DRILL

Company/Operator Hiko Bell Mining and Oil Company

Well Name & Number Dirty Devil No. 22-26A

Lease Number U-33441

Location SE k NW k Sec. 26 T. 9S. R. 24E.

Surface Ownership Public Lands administered by BLM

(Per June 2, 1987 review of



THIRTEEN POINT SURFACE USE PROGRAM:

Multipoint Requirements to Accompany APD

1. Planned Access Roads--describe the following and provide a map of
suitable scale indicating all necessary access roads (permanent and
temporary) to be constructed or reconstructed, showing:

A. Length - The map indicates a road of about 3/4 mile length for new
access. About 1500 feet of this is a present pipeline service road.

B. Width - 30 foot right-of-way with 18 foot running surface maximum.

C. Maximum grades -

D. Turnouts - None planned

E. Drainage design - The road will stay east of the major drainage
near the start of the new access road. If appropriate borrow pits
and water bars will be included in the road design.

F. Location and size of culverts and/or bridges, and brief description
of any major cuts and fills - Low water crossings are probably
adequate.

All travel will be confined to existing access road rights-of-way.

Access roads and surface disturbing activities will conform to standards
outlined in the USGS Publication (1978) Surface Operating Standards for
Oil and Gas Development.

The road shall be upgraded to meet the standards of the anticipated
traffic flow and all-weather road requirements. Upgrading shall include
ditching, draining, graveling, crowning, and capping the roadbed as
necessary to provide a well constructed safe road. Prior to upgrading,
the road shall be cleared of any snow cover and allowed to dry
completely. Traveling off the 30 foot right-of-way will not be
allowed. Road drainage crossings shall be of the typical dry creek
drainage crossing type. Crossings shall be designed so they will not
cause siltation or accumulation of debris in the drainage crossing nor
shall the drainages be blocked by the roadbed. Erosion of drainage
ditches by runoff water shall be prevented by diverting water off at
frequent intervals by means of cutouts. Upgrading shall not be allowed
during muddy conditions. Should mud holes develop, they shall be filled
in and detours around them avoided.

2. Location of Existing and/or Proposed Facilities

If a tank battery is constructed on this lease, the battery or the well
pad will be surrounded by a dike of sufficient capacity to contain 1§
times the storage capacity of the battery. The integrity of the dike
must be



All permanent (on site for six months or longer) structures constructed
or installed (including pumping units) will be painted a flat,
non-reflective, earthtone color to match one of the standard
environmental colors, as determined by the Rocky Mountain Five State
Interagency Committee. All facilities will be painted within 6 months
of installation. Facilities required to comply with 0.S.H.A.
(Occupational Safety and Health Act) will be excluded.

3. Location and Type of Water Supply

A. The operator will be responsible for acquiring the necessary permit
to obtain water to be used for drilling activities.

4. Methods for Handling Waste Disposal

Burning will not be allowed. All trash must be contained in a trash
cage and hauled away to an approved disposal site at the completion of
the drilling activities.

On BLM administered lands:

The reserve pit shall not be lined, unless a liner is required to
conserve water and control excessive seepage during drilling and
completion activities.

Produced waste water will be confined to the reserve pit or a smaller
unlined pit on location or, if deemed necessary, a storage tank for a
period not to exceed 90 days after first production. During the 90-day
period an application for approval of a permanent disposal method and
location, along with required water analysis, will be submitted for the
AO's approval. Failure to file an application within the time allowed
will be considered an incident of noncompliance.

5. Well Site Layout

All pits will be fenced with a wire mesh fence and topped with at least
one strand of barbed wire. The reserve pit fencing will be on three
sides during drilling operations and on the fourth side when the rig
moves off the location. Any hydrocarbons on the pit will be removed
from the pit as soon as possible after drilling operations are
completed. Pits will be fenced and maintained until clean-up.

The fence will be constructed as prescribed in the USGS Publication
(1978) Surface Operating Standards for Oil and Gas Development.
Alternatives to the prescribed standards shall be submitted to the
Authorized Officer for approval.

The location would be rotated as discussed at the March 23 onsite about
180° from the layout submitted in the APD. The reserve pit will be
located on the south side of the location. The wellsite was moved

70°

south and 70°
west of the original staking at the time of the onsite

prior to the



The stockpiled topsoil will be stored on the east side of the location.

Access to the well pad will be from the west side of the location. The
access road will proceed northwest for about 3/4 of a mile. The first
1500' of the access follows an existing buried flowline.

6. Plans for Restoration of Surface

Immediately upon well completion, the location and surrounding area will
be cleared of all debris, materials, trash and junk not required for
production.

Before any dirt work to restore the location takes place, the reserve
pit must be completely dry and all cans, barrels, pipe, etc. will be
removed. The reserve pit and that portion of the location and access
road not needed for production facilities/operations will be reclaimed.
The reserve pit will be reclaimed within one year from the date of well
completion.

All disturbed areas will be recontoured to the approximate natural
contours.

The stockpiled topsoil will be evenly distributed over the disturbed
areas.

Prior to reseeding, all disturbed areas, including the access roads,
will be scarified and left with a rough surface.

Seed will be broadcast or drilled at a time specified by the BLM. If
broadcast, a harrow or some other implement will be dragged over the
seeded area to assure seed coverage and the seed mixture will be
proportionately larger (double the lbs. per acre).

An appropriate seed mixture will be determined by the BLM at the time
restoration activities are scheduled to begin.

All seeding will be done from September 1, until the ground freezes.

At such time as the well is plugged and abandoned, the operator will
submit a surface reclamation plan to the Surface Management Agency for
prescribed seed mixtures and reseeding requirements.

If the seeding is unsuccessful, the lessee/operator may be required to
make subsequent seedings.

7. Surface ownership: Public lands administered by the



8. Other Additional Information

A cultural resource clearance will be required before any construction
begins on Federal and Indian lands. However, historic and cultural
resource work shall be undertaken only with the written consent of a
private surface owner. If the private surface owner refuses entry for
that purpose, the lessee or operator shall use its best efforts to
conduct its approved operations in a manner that avoids adverse effects
on any properties which are listed, or may be eligible for listing, in
the NRHP.

If, during operations, any archaeological or historical sites, or any
object of antiquity (subject to the Antiquities Act of June 8, 1906) are
discovered, all operations which would affect such sites are to be
suspended and the discovery reported promptly•to the Surface Management
Agency.

On BLM administered land, it is required that a proposed use of
pesticide, herbicide or other possible hazardous chemicals shall be
cleared for use prior to application.

Additional Surface Stipulations for BLM

The operator or his contractor shall contact the BLM Office at (801)
789-1362 (BLM) between 24 and 48 hours prior to construction
activities. Contact the Bookcliffs Resource Area.

All lease and/or unit operations will be conducted in such a manner that
full compliance is made with all applicable laws, regulations, Onshore
Oil and Gas Orders, the approved plan of operations, and any applicable
Notice to Lessees. The operator is fully responsible for the actions of
his subcontractors. A copy of these conditions will be furnished the
field representative to insure compliance.

The dirt contractor will be provided with an approved copy of the
Surface Use Plan from the APD.

This drilling permit will be valid for a period of one year from the
date of approval. After permit termination, a new application will be
filed for approval for any future



STATEOF UTAH Normon H. Bangerter. Governor

NATURALRESOURCES Dee C. Hansen, Executive Director

Oil, Gas & Mining Dionne it. Nielson, Ph.D., Dívision Director

355 W. North Temple•3 Triad Center - Suite 350 • Salt Lake City, UT84180-1203· 801-538-5340

3uly 7, 1987

Hiko Bell Mining and Oil Company
P. O. Bo× 1845
Vernal, Utah 84078

Gentlemen:

Re: Dirty Devil Unit 22-26A - SE NW Sec. 26 T. 95, R. 24E
2207' FNL, 1879' FWL - Uintah County, UËah ,

Approval to drill the referenced well is hereby granted in
accordance with Section 40-6-18, Utah Code Annotated, as amended
1983; and predicated on Rule 203, Oil and Gas Conservation General
Rules, subject to the following stipulations:

1. Prior to commencement of drilling, receipt by the Division
of evidence providing assurance of an adequate and approved
supply of water as required by Chapter 3, Title 73, Utah
Code Annotated.

In addition, the following actions are necessary to fully comply
with this approval:

1. Spudding notification to the Division within 24 hours after
drilling operations commence.

2. All well operators are responsible for sending an Entity
Action Form to the Division of Oil, Gas and Mining within
five working days of the time that a new well is spudded or
a change in operations or interests necessitates a change
in Entity status.

3. Submittal to the Division of completed Form OGC-8-X, Report
of Water Encountered During Drilling.

4. Prompt notification to the Division should you determine
that it is necessary to plug and abandon this well. Notify
John R. Baza, Petroleum Engineer, (Office) (801) 538-5340,
(Home) 298-7695, or R. J. Firth, Associate Director, (Home)
571-6068.

on equal opportun3y



Page 2
Hiko Bell Mining and Oil Company
Dirty Devil Unit 22-26A
July 7, 1987

5. Prior to commencement of the proposed drilling operations,
plans for toilet facilities and the disposal of sanitary
waste at the drill site shall be submitted to the local
health department having jurisdiction_. Any such drilling
operations and any subsequent well operations must be
conducted in accordance with applicable state and local
health department regulations. A list of all local health
departments and copies of applicable regulations are
available from the Division of Environmental Health, Bureau

of General Sanitation, telephone (801) 533-6163.

6. This approval shall expire one (1) year after date of
issuance unless substantial and continuous operation is
underway or an application for an extension is made prior

to the approval expiration date.

The API number assigned to this well is 43-047-31800.

Sincerely,

. irth
Associate Director, Oil & Gas

as
Enclosures
cc: Branch of Fluid Minerals

D. R. Nielson
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(formerly()-Eli DEPARTME OF THE INTERIOR versesidel 5. LEAasomslayayloi3mg

BUREAU erLAND MANAGEMENT U-33441
4 IF INDIAN. ALLOTTEE 05 TRIBE NASUNDRYNOTKES AND REPORTSON WELLS

(Do not itse this form for proposals to drill or to deepen or plug back to a different reservoir. * •

Une "APPLICATION FOR PERMIT--' for such proposals.)

1. 7. UNIT AGEEEMENT NAME
°.'.s,, O t^.'s..U os... DIRTY DEVIL UNIT

2. NAME OF OPERATOR 8. FARM OB LEASE NAME

HIKO BELL MINING & OIL COMPANY
3. ADDRESS OF OPERATOR 9. WELL NO.

P. O. Box 1845, Vernal, Utah 84078 DIRTY DEVIL 22-26A
4. I.OCATION or it.L Report Ïocalion clearly and in accordance siÏÏÏ!any State requirements.• 10. FKELD AND POOi, 08 WILDCATSee also space 17 below.)

At surface WILDCAT
1809 FWL & 2277 FNL (SE k NW ¼) Sec. 26

IElië¯¯i¯ii
M..ORBI.E.AND

Sec T9 -R24E
14. PERMIT NO. 15 EIFVATIONs (Show whether Dr. RT. ca. etc.) . UNTT on rantaa 13. sTars

43-047-31800 5,666' Ungraded grd UINTAH UTAH
'6 CheckAppropriate BoxTo Indicate Nature oF Notice, Report, or OtherData

NOTICE Or INTENTION To BGBSEQUENT REPORT 07:

TEST WATER SHUTOFT I Pill. OR ALTER I istNG WATER SHCT-OFF REPAIRING WELL

FitAt TI RE TREAT til f.~IFI Ett 41EN ETE FRACTI RE TREATMENT ALTERING CAalNG

NFItulT OR ACIDIZE ABANI,0.N• NHOUTING OR ACIDIZING ABANDONMENT*

RFPAIR WELL cifANGE Pl.A'" X IOther)
, NuTE Report results of multiple completion on WellHither) Unmpletion or Recorapletion Report and Log form.)

17 lak:Nt RIBI: l'R lilšF[I 'IR («suPI ETE:D ill'F:RATIow I'lenHy stat.. all pertinent details and give pertinent dates, including estimated date of starting any
proposed wo-k. If well is directionally drilled. give subsurface locations and measured and true vertical depths for all markera and gones perti-
nent to this work.) *

We would like to change the proposal for Permit #43-047-31800 to the following:

Plan to drill 13 3/4 in. hole to 250 feet and set 250 feet of 9 5/8 in. surface
casing - cementing casing to BLM requirements.

Plan to drill 8 3/4 in. to plus or minus 4,400 feet and set plus or minus
4,150 feet of 7 in. 23 lb. JS5 or K55 casing - cementing of 7 in. casing
will be done to BLM requirements and specifications.

Plan to drill 6 1/4 in. hole to TD 5,500 feet and run plus or minus 1,100 feet
of 4 1/2 in. 10 1/2 lb. J55 or K55 slotted liner.

Plan to drill the above well using air as circulating medium and if during
course of drilling this becomes impossible, to convert to KCL water or a
petroleum based fluid.

Would like to build location the 24th or 25th of September, 1987, and commence
setting surface on the 28th or 29th of September, 1987, and continue to
completion

ÏT I he by œri the for g rue and corre

swun d . A TrrLE Manager/OperaHon DATE 9-16-87

(This space for Federal or State 'ofBee use)
ED BY HE \ ATE

APPROVED BY TITLE UTAFPR C' F
G AND MINING

Op0faWOWS
*SeeInstructionson ReverseSide

Title IS U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any departm • or -gency of the
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FILING FOR WATER JHE
STATE OF UÌ 9 ,2

SEP 381987 22,,,4,

APPLICATIONTO APPROgRgggg'I'ER non) O2702
SALT LAKE

For the purpose of acquiring the right to use a portion of the unappropriated water of the State of Utah,
application is hereby made to the State Engineer, based upon the following showing o facts, s bmitted in
accordance with the requirements of the Laws of Utah. , O

WATER USER CLAIM NO. 49 - 1434 APPLICATION NO. T62860

1. PRIORITY OF RIGHT: September 23, 1987 FILING DATE: September 23, 1987

2. OWNER INFORMATION
Name: Hiko Bell Mining and 011 Co. Interest: 100 $
Address: P. O. Box 1845, Vernal, UT 84078

The land is not owned by the appilcant(s), see explanatory.

3. QUANTITY OF WATER: 4.0 acre feet (Ac. Ft.)

4• SOURCE: White River DRAINAGE: SE Unl†a Basin

which is tributary to Green River
which is tributary to Colorado River

POINT(S) OF DIVERSION: COUNTY: Ulntah
(1) N. 400 feet, W. 1850 feet, from the E# Corner of Section 2,

Township 10 S, Range 24 E, SLB&M
Descrip†lon of Diverting Works: pumped into tank trucks

COMMONDESCRIPTION: 1.5 Ml. South of Bonanza

5. NATURE AND PERIOD OF USE
Oli Exploration From September 23 to September 23.

6. PURPOSE AND EXTENT OF USE
Oli Exploratio: Drliling and completion of Dirty Devil Unl† #22-26A

7. PLACE OF USE
The water is used in all or parts of each of the following legal subdiv1slons.

| North East Quarter | North Wes† Quarter | South West Quarter | South East Quarter
TOWNRANG: SEC|NE# NW# SW) SE¾ |NE# NW) SW) SE) |NE) NW) SW# SE( NE# NW) SW) SE)

9 S 24 E 26 | X

All locations in Salt Lake Base and Meridian

EXPLANATORY
Land is leased from BLM



WATER USER CLAIM NO. 49 - 1434 Page 2 APPLICATION NO. T62860

*****************************#¾¾************************#******#************************

The appilcant hereby acknowledges he/they are a citizen(s) of the
United States or intends to become such a citizen.

The quantity of water sought to be appropriated is Ilmited to that which
can be beneficially used for the purpose herein described.

**********

The undersigned hereby acknowledges that even though he/they may have been assisted in

the preparation of the above-numbered application through the courtesy of the employees

of the Division of Water Rights, all responsibility for the accuracy of the Information

contained therein, at the †lme of fill



STATE ENGINEER'SENDORSEMENT

WATERRIGHT NUMBER:49 - 1434 APPLICATIONNO. T62860

1. September 23, 1987 Appl ication received.

2. September 27, 1987 Appl ication designated for APPROVALby RWLand KLJ.

3. Comments:

Cond i tions:
This application is hereby APPROVED,dated October 14, 1987, subject to prior
rights and this application will expire on October 14, 1988.

organ . .

State



WATERPERMIT
#49-1434
T-62860

102807

DIVISIONOFOIL,GASANDMININ6

SPUDDINGINFORMATIONAPI #43-047-31800

NRTOFCOPPANY: HIKO BELL

WFllNAME: DIRTY DEVIL UNIT 22-26A

SECTION SE NW 26 TOWNSHIP 9S RANGE 24E COUNTY Uintah

DRILLINGCONTRACTOR Big Horn Drilling Co. Inc.

RIG#
SPUDDO:DATE 9-30-87

TIME

ÑOW Rotary

ORILLING WILL COMMENCF

REPORTEDBY Jim Draulinger

IELEFHONE# 789-5560

DAfE ;0-26-87 SIGNED



Form approved,

orm 31b60-5 UNI' '3 STATES SUBMIT IN TRIPLI 1|• Budget Bureau No. 1004--0135

Fr
rier 830 DEPARTMEN F THE INTERIOR Jr'A'Ldstructio¤s re

5. LE

EpiresmN

T

131, 1985AL
NO.

BUREAU OF LAND MANAGEMENT U-33441
.

SUNDRYNOTKES AND REPORTSON WELLS
Û· IF INDIAN, ALLOTTEE OB TRIBE NAME

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir.
Use "APPLICATION FOR PERMIT--" for such proposals.) 4/

1. 7. UNIT AGammMENT NAxa

°w'.'st. O °w^.",,,
om... Di rty Dev i 1 Uni t

2. NAME OF OPERATOR 8. FARM 08 LEASE NAME

Hi'Ko Bell mining & Oil Company
. ADDRESS OF OPERATOR 9. WELL NO.

P.O. Box 1845, Vernal, Utah 84078 Dirty Devil 22-26A
4. LOCATION OP WELL (Report location clearly and in accordance with any State requirements.* 10. FIBI.D AND POOL, OR WILDCAT

See also space 17 below.)
at.urface Wi1dcat

1 8 0 9 FWL & 2 2 7 7 FNL 11. SEC., T., R., M., OR BI.K. AND

(SE/4 NW/4) Sec 26
Sec 26, T9S, R24E

14. PERMIT No. 15. EIÆVATIONS (Show whether DF, RT, GR, etc.) 12. COUNTT OR PARISE 13. sTATE

43-047-31800 5666 Ungraded GRD Uintah Utah

16. CheckAppropriate BoxTo Indicate Nature of Notice, Report,or Other Data
NOTICE OF INTENTION TO: SUBBEQUENT BBPORT 07:

TEST WATER SEEUT-Orr PULL OR ALTER CASING WATER SHUT-Orr REPAIRING WELL

FRACTURE TREAT 310LTIPLE COMPLETE FRACTURE TREATHENT ALTERING CASING

SHOOT OR ACIDIZE ABANDON* SHOOTING OR ACIDIZING ABANDONNENT• XX
REPAIR WELL CHANGE PLANS (Other)

(NoTE: Report results of multiple completion on Well
(Other) __. Completion or Recon1pletion Report and Log form.)

17. DESCRIBE PROPOSED OR COMPLETED OPERATIoNs (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any
proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical deptha for all markere and zones perti-
nent to this work.) *

10-19-87 Depth 4330' P&A. Drilled 6 1/4" hole from 3813' to 4330'
9 5/8" @ 264' 7" @ 3798'
Plugged well from 4330' - 3667' w/115 sks reg. cement
8.7#/gallon mud from 3667' to 100'.
Plugged 7" from 0-100' w/20 sks reg.
Installed abandonment marker.
Job complete 0 4:00pm 10-19-87

No casing pulled

Tops: Uintah - Surface I (
Green River - 1025'
Wasatch - 3550'
T.D. 4330'

18. I nereby certify at gregol true and correct

SIGNED TITLE ÛODSulting Engr. 11-2-87

(This space for Federal or State ofBee use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See Instructionson ReverseSide

Title IS U.S.C. Section 1001, makes it a crime for any person knoWingly and willfully to make to any department or agency of the
Uriteci States any false, fictitious or fraudulent statements or representations as to any matter within its



O

COMPANY: ff) pr UT ACCOUNT #ÑO () SUSPENSE DATE: -f

WELL NAME:

API #: 'Ÿ-
TELEPHONE CONTACT DOCUMENTATION

/ SEC, TWP, RNG:
CONTACT NAME: 0 // V'O¯n

CONTACT TELEPHONE NO.: fÛD7 'Ÿ-3þSS

SUBJECT: SC Trr i RÄrr SÛñr'U///S,

(Use attachments if necessary)

o72 e do

(Use attachments if necessary)

CONTACTED BY:

DATE: //-'2



Form 3160-4 Form approved.
" "'î°,','Î|N, LTRITED STATES scourr m ou EB dget BAurea of 1100 -0137

DEPARTMENT OF THE INTERIOR ,.sp,

BUREAU OF LAND MANAGEMENT Ur

WELL COMPLETION OR RECOMPLETION REPORT AND L
la. TYPE OF WELL:

i I finY (Ilhe

b. TYPE OF COMPLETION:

2 NAst PERATOR

HIKO BELL MINING & OIL COMPANY
,,s. 01WGl0NOF

PLCL. BOX-L8AB VERNAL, UTAH R40
L,GAS&MININGo. ,,.2, s, roo TILDCAT

4. 10CATroN t!F tvki.L (Report location Clfarly arid in accortleirice crith carry St<tte requ remerrt"° Wi Idca†
Atsur<ace 1809 FWL & 2277 FNL (SE¼NW¼) SEC.26 li.NEO..T..R..ii..UKOLUCKANDSLi:VEY

UK AftEA

At top prod. Interval reported below

Sec.26 T9S-R24E
At total depth SAME

14. P MIT DATE INNI KD 12. COI NTT OR 13, STATE
PARISH

13 OL3\fDO I Uintah Utah
15. DATE SPCORED 16. DATE T.D. REACifED lÎ. DATE COMPL. (Ñfdefy to prod.) 18. ELEVATIONS (DF, RKR. RT. GE, ETC.)e 19. ELEV. CASINGHEAD

10-18-81 10-19-87 | 56669R. 5676KB l' 5668
20. T&rAL DEPTH, MD A TVD 21. PLVO. BACK T.D., MD A TVD 22. IV 411 I.TIPl.E cotiPL., 23. INTERVAIS llOTARY TOOI.3 CABLE TOOLB

linW MANT* LIKil.LED ILY

P & A .
---- i I 0-4330 |

2 R( flNG I.NTERVAL(S). OF THIS Cost!'LET10N-TOP, BOTTOM, NAtlE (MD AND TVD)• 25. WAS DIRECTIONAL

Ñone

scavar sans

2+ TYPE ELECTRIC AND OTHER LOGS RI N 27. WAS WELL CORED

None "" I Up
CASING RECORD (Resort at: 4trinen set in urti)

CASING 51ZE WEIGHT. LB./FT. DhiH SE MD) IIOf.E SIZE EMENTING RECORD A4fDU.NT P D

9 5/8" 40# 264' 2 4" CIRC. TO SURFACE none
7" 23# 3798' 9 7/8" 115 ex Re<j.CelltenL none

29 LINER RECORD 30. TI BING RECORD

SIZE TOP (MD) BOTTO%f (.41D) SACKS CEMENT SCREEN (%iD) NI78 DEPTH BET (MD) P.aCKER SET (MD)

31. rzaroaAT!oN arcono (Interval, ai:c and number) 32. ACID. SHOT. FRACTURE. CEMENT SQUEEZE, ETC.

DEPTH INTERVAL (MD) AttOUNT AND KIND OF MATERIAL USED

None t'ono

33.• PRODI'CTION
DATE FIRST PRODUCTION PRODUCTION METHOD (ELOtting, gas lift, pumping---size and typ€ Of punip) WELL STATUS (Producing or

-0- -0- /g -j P & A
DATE OP TEST HOURS TESTED CHOKE SIES PROD'.M. FOR OIL-BBL. CAS-MCF. WATER-BBL. GAS-OIL BATIO

TEST PERIOD

FthW. TUBING FRESS. CASING PRES3CRE CALCULATED OH.-BBL. GAS--MCF. WATLR--HBL. OIL GRATITT•API (CORE.)
24-nora RATE

- I l I
34. DiaPos:TION or aAs (Sold, used for f••el, rented, etc.) TsaT WITNsssso at

None
35. LIST OF ATTACH.MENTS

36. I hereby certify that the foregoin- and attached information is complete and correct as determined from all available records

SIGNED TITI.E SEC.-TREAS. gay,
12-10-87

*(SeeIntructions and SpacesIcr AdditionalData on ReverseSide)
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its
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Form 3160-14 UNITED STATES
(October 1986) DEPARTMENT OF THE INTERIOR(formerly 9-593) BUREAU OF LAND MANAGEMENT se 26

INDIVIDUALWELLRECORD T. 9 S

O R 24 E
...2 6

SL Mer.

Date June 30 , 1987 Ref. No.

FEDERAL s,,,, Utah

Lease No. U-33441 County Uintah

Lessee Hiko Bell Mining & Oil Company Fim Wildcat (Bitter Cr-Red Wash)

Operator Hiko Bell Mining & Oil CompanY Unit¡cA

Well Name & No. Dirty Devil #22-26A District Vernal

A.P.I. Well No 43-047-31800
9,¾¿¡,¡,¡,, SE/NW

I oration 1809 ' FWL 2277 ' FNL

Date Drilling Approved June 30, 1987 Well Elevation 5, 666 ' Ungraded Feet

Date Drilling Commenced Total Depth Feet

Date Drilling Ceased / / Initial Production

Date C ForAprporducetionFinal)

i i l

eASPrvoir

Pressure

GEOLOGIC FORMATIONS PRODUCTIVE HORIZONS

SURFACE LOWEST TESTED NAME DEPTHS CONTENTS

SURFACE MANAGEMENT AGENCY

MINERAL OWNERSHIP Fed

LEASE EXPIRATION

WELLSTATUS

YEAR JAN. FEB. MARCH APRIL MAY JUNE JULY AUG. SEPT. OCT. NOV. DEC.

Production Memorandum Lease Extension Memorandum


	APD-DRILL
	APD-WORKSHEET
	APD-DRILL
	APD-APPROVAL
	SPUD
	SUNDRY-PxA
	WCR



